KORAX
RAINSCREEN PANEL

SUBMITTAL SHEET

®

The Korax® Rainscreen Panel prohibits water from crossing the finishing system, drains, air-ventilates the assembly and
subsequently dries it. It is designed to manage moisture and control water penetration through the building envelope;
including wall assemblies, foundation and basement walls and roofs.
The Korax Rainscreen Panel is made of polystyrene board with vertical and horizontal grooves in the back that create a
cavity. The panel is easily attached by mechanical fasteners to the wall. The vertical channels in the panel create cavities
½” (12.7mm) deep and 2” (50.8mm) wide that lead water to flashing and weep holes at the bottom and vent holes at the
top of the wall section also allowing air circulation. The vertical ribs are interrupted by horizontal channels, creating nodes
which slope back towards the
panel, providing positive drainage away from the building.
CUSTOMIZE YOUR FERO KORAX RAINSCREEN PANEL SYSTEM:
THICKNESS: _________________________ □ in

□ mm

Note: The minimum overall thickness is 1½” (38.1mm) of which 1” (25.4mm) is solid and the remaining ½” (12.7mm)
forms the cavity and the sloping basses. The contact area is of the order of 33% of the panel and its thermal efficiency is
of the order of 67% of that of a solid panel of equal thickness. There is no maximum thickness.
SQUARE FEET REQUIRED
_________________________

ANCHOR SIDE

FT2

FLASHING SIDE

WHICH WALL SYSTEM?
Backup-Wall Systems
 Concrete Blocks  Wood Framing  Metal Framing
 Metal Framing  Solid Masonry and Concert
Basement Wall System – blow grade
 Solid Masonry
 Concrete
WHICH WALL SYSTEM FINISHES?
Wall System finishes- above grade
 Masonry Veneers
 Stucco (Acrylic and Cementitious)
 EIFS (Externally Insulating Finishing System)
 Lap and Vertical Siding
 Natural Stone, Metal Panels and Precast
 Rubble Masonry  Solid Masonry
 Concrete

CONCRETE BLOCK

All FERO products include complete documentation with descriptions, technical
illustrations and images. Installation requirements and methods are clearly detailed.
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FERO® and KORAX® are registered trademarks of FERO Corporation.
This product can be used in the patented wall assembly of US 9,010,050 and CA 2 674 833.
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